FROGMILL " FROGMILL™ 4™ AXIS
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TAKE YOUR CREATIONS TO ANOTHER DIMENSION

FROGMIll™ 4th Axis offers the capabilities for creating full 3D carvings (up to a 4’ diameter and 8’ length)
in a single piece. Built directly into FROGMill™, FROGMIll™ 4th Axis lets you go from ‘art to part’ in the
shortest amount of time possible.
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FROGMILL™ 4™ AXIS LEAP AHEAD WITH FROG3D™

LET FROGMILL™ 4TH AXIS GIVE YOU...

¢ Faster project completion — Milling in one piece lets you quickly finish projects, allowing you to put products in your
customers’ hands faster.

¢ Increased efficiencies — Adding a seamless solution for milling to FROGScan™’s and FROGMIll™’s existing capabilities,
FROGMIll™ 4th Axis takes production efficiencies to levels impossible with lesser machines.

¢ Improved end products — FROGMIll™ 4th Axis creates production efficiencies, but it also provides the accuracy and
detail you need to create stunning detailed projects — all in one piece.

KEY FEATURES

¢ Heavy-duty construction — Precision engineered construction ensures the strength and rigidity required for intricate milling.

e Servo motor — An AC servo motor combines maximum power with durability.

¢ Linear rail and linear bearings — FROGMill™ 4th Axis features precision linear rail and linear bearings to ensure maximum
resolution and accuracy and to make mounting simple.

¢ Fast set-up times — Thanks to easy material mounting and the start point location being programmed into FROGMill™
CNC software, you can get your projects running quickly.

¢ End-to-end automation — FROGMIill™ 4th Axis has been designed to work seamlessly with all other FROG3D™
components, eliminating the hassles that come with non-integrated components.

e Comprehensive training and technical support — Streamline backs up each of our products with second-to-none training
programs and technical support to get you up and running quickly.

E SPECIFICATIONS

METRIC STANDARD
Maximum Column Diameter 1220 mm 48”
Maximum Column Length 2438 mm 96”
Motor AC Servo Motor with Planetary Gearbox Direct Drive
Mounting Precision Linear Rail and Linear Bearings
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